Be sure your camera has a good charge on the battery before doing this. If the battery should die before the process is complete, you could brick your camera! 

The procedure is:

1. Copy the appropriate firmware file (FW96630A.bin) to the camera's flash card root directory. The root directory is the one that first appears when the card is recognized by the computer in flash memory mode or when you click on the camera icon to open its contents folder. This can be done with an external card reader or with the camera connected to the computer as a USB removable drive.

2. With the card in the camera and the camera disconnected from the computer, turn on the camera with a brief press of the power button.

3. The camera will proceed to load the new firmware into its internal memory. The camera LED will NOT light up as it normally would during this process, so don't turn off the camera after you start this process thinking it's not doing anything. You could brick your camera! The yellow LED should turn on after a brief period (5 to 20 sec.) to confirm the firmware has been successfully loaded. If this is the case, ignore the rest of step 3 and got directly to step 4. 


On some occasions the yellow LED does NOT turn back on. If the LED still has not come on after a couple of minutes, the firmware may be properly installed, but the camera locks up. Disconnect the camera and see if it will respond normally to button presses. If it does not and appears dead, before you panic, do the following:

· Plug camera into USB port, and the red LED should come on.

· Push the camera "power on" button briefly, and the yellow LED should now come on, toggling the camera normally into it's flash drive mode. Delete the firmware file so it does not attempt to load again the next time the camera is cycled on. Once deleted, you can skip step 4 and go directly to step 5.
4. Delete the firmware file from the flash memory card (it is not automatically deleted). If you skip this step, the camera will again load the firmware the next time it is turned on! The file can be deleted in an external card reader, or with the camera connected to the computer as a removable flash drive. For the latter method, first turn the camera OFF, then plug it into the PC USB port (red LED turns on), then press the camera "power on" button briefly to toggle on the flash drive mode (yellow LED turns on) where you can delete the firmware file. 

5. With the firmware removed from the card, the card in the camera, and the camera disconnected from the USB port, turn it on, and shoot a test video to confirm the camera is functioning normally and that your firmware modification has taken effect. That's it, I'm sure you did it correctly... you're done!
